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They are made with an additional heavy-duty layer of 840-denier

nylon fabric in a two-ply technique which results in a 

core fabric even stronger than a single base 

fabric of equal thickness.A number of 

commercial grade features such as 

recessed valves and a 

full-length, protective 

wear patch combine to 

makes these boats the 

right choice for the 

toughest marine uses.

SU Boats are built tough to work hard for
rugged private and commercial use.
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SU-16

SU-16

SU-16
       Gray, Black or Orange

16' (488 cm.)
10'10" (330 cm.)
6'9" (206 cm.)
3'3" (100 cm.)
21" (53 cm.)

371 lbs. (168.5 kg.)
3,220 lbs. (1,460 kg.)

9
40 (20-75) Long

75 Long
5 & Keel

SU-18
Gray, Black or Orange

18' (549 cm.)
12'0" (366 cm.)
7'7" (230 cm.)
3'7" (110 cm.)
24" (60 cm.)

433 lbs. (196 kg.)
4,670 lbs. (2,120 kg.)

11
50 (25-90) Long

90 Long
5 & Keel

SU-14
Gray, Black or Orange

14' (425 cm.)
9'4" (284 cm.)

5'10" (178 cm.)
2'8" (82 cm.)
19" (48 cm.)

280 lbs. (127 kg.)
2,230 lbs. (1,010 kg.)

6
35 (9.9 -55) Long

55 Long
4 & Keel

Color 
Length 
Inside Length 
Beam 
Inside Beam 
Tube Diameter 
Weight 
Load Capacity 
Person Capacity 
Recommended H.P. 
Maximum H.P. 
Air Chambers 

SU STANDARD FEATURES INCLUDE:

Hypalon/Neoprene fabric; extra durable double layer (840 denier each) nylon core 

fabric; trigon air keel; aluminum & fiberglass self-locking floorboards & heavy duty

aluminum stringer system; fiberglass encased transom with aluminum plate & 

motor pad; fuel tank tie-downs; heavy duty self bailer sleeve and 2 self bailer valves;

extra-wide, heavy-duty, full-length teardrop rubbing strake; tie-down straps for 

paddles; bow handle; towing bridle D-rings; lift & carry handles; splash guard with life

lines; heavy-duty reinforced cargo wear patch all around; extra tie-down D-rings;

heavy duty recessed valves; heavy duty lifting points (hull and transom) two (2) 

high-volume large foot pumps; and maintenance kit.

These “top-of-the-line” models continue to set
the standard for inflatable sport-boats.
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Built for high performance with deep “V” trigon air keels,

Achilles SG boats offer a roomy, square bow 

configuration which provides room for extra 

gear, and an aluminum and fiberglass floor 

system which delivers superior rigidity and 

durability. Achilles SG 

Sportboats bring 

performance and 

practicality together 

for better diving, 

fishing, or all-around 

sport-boating  

pleasure! They are 

also perennial 

rescue and 

emergency boat 

favorites of fire 

departments, 

first responders 

and others around

the world.
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SG STANDARD FEATURES INCLUDE:

Hypalon/Neoprene fabric; trigon air keel; aluminum & fiblerglass*

self-locking floorboards with aluminum stringer  system; fiber-

glass encased transom with protective motor clamp plate; fuel

tank tie-downs; 2 self-bailer valves; full-length teardrop rubbing

strake; fold-down locking oar system with oar holders (except SG-

156); bow carry handle; lift & carry handles; towing bridle D-rings;

helmsman grip; full-length splash guard with life lines; removable

wood seat (except SG-156); extra seat attachment patches; large,

high-volume foot pump; double carry bag system; and 

maintenance kit.

SG-140

SG-140

Color 
Length 
Inside Length 
Beam 
Inside Beam 
Tube Diameter 
Weight 
Load Capacity 
Person Capacity 
Recommended H.P. 
Maximum H.P. 
Air Chambers 

SG-140
Red

14' (425 cm.)
10'0" (305 cm.)
5'9" (175 cm.)
2'9" (85 cm.)
18" (45 cm.)

226 lbs. (102.5 kg.)
1,960 lbs. (890 kg.)

6
30 (9.9-50) Long

50 Long
4 & Keel

Red
12'4" (375 cm.)
8'11" (272 cm.)
5'3" (161 cm.)
2'6" (75 cm.)
17" (43 cm.)

175 lbs. (79.5 kg.)
1,540 lbs. (700 kg.)

5
20 (6-35) Standard

35 Standard
4 & Keel

SG-156
Red

15'6" (473 cm.)
10'11" (333 cm.)
6'3" (190 cm.)
2'11" (90 cm.)
20" (50 cm.)

272 lbs. (123.5 kg.)
2,820 lbs. (1,280 kg.)

8
35 (9.9-55) Long

55 Long
5 & Keel

SG-124

* SG-124 floorboards are aluminum and wood.

Wood seat & paddles 
shown are optional

features.

HEAVY-DUTY SELF-BAILER AND
ALUMINUM-PLATED TRANSOM. 
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B = Boat     F = Floor

LT-2 7’3” (220 cm) 5’0” (153 cm) 4’1” (124 cm) 1’11” (58 cm) 13” (33 cm) 3 (2 - 3) standard 44 lbs. 20 kg 29 lbs. 13 kg 8  lbs 3.5 kg 37 lbs. 16.5 kg 12 lbs. 5.5 kg 49 lbs. 22 kg 680 lbs. 310 kg 2 2 3’3”x1’6”x9” (100 x 46 x 24)

LT-4 8’6” (260 cm) 6’2” (188 cm) 4’8” (142 cm) 2’2” (66 cm) 15” (38 cm) 3 (2 - 3) standard 44 lbs. 20 kg 37 lbs. 17 kg 20 lbs.  9 kg 57 lbs. 26 kg 17 lbs. 7.5 kg 74 lbs. 33.5 kg 990 lbs. 450 kg 4 2 3’5”x1’10”x10” (103 x 55 x 26)

LS2-RU 7’6” (228 cm) 5’1” (156 cm) 4’4” (132 cm) 2’0” (62 cm) 14” (35 cm) 4 (2 - 4) standard 55 lbs. 25 kg 40 lbs. 18 kg 17 lbs.  7.5 kg 57 lbs. 25.5 kg 12 lbs. 5.5 kg 69 lbs. 31 kg 600 lbs. 270 kg 2 2 3’5”x1’10”x10” (103 x 55 x 26)

LS4-RU 8’8” (265 cm) 6’1” (185 cm) 4’8” (142 cm) 2’2” (66 cm) 15” (38 cm) 4 (2 - 6) standard 66 lbs. 30 kg 46 lbs. 21 kg 20 lbs.  9 kg 66 lbs. 30 kg 12 lbs. 5.5 kg 78 lbs. 35.5 kg 840 lbs. 380 kg 4 2 3’5”x1’10”x10” (103 x 55 x 26)

LS-4 8’8” (265 cm) 6’1” (185 cm) 4’8” (142 cm) 2’2” (66 cm) 15” (38 cm) 4 (2 - 6) standard 66 lbs. 30 kg 47 lbs. 21.5kg 20 lbs.  9 kg 67 lbs. 30.5 kg 12 lbs. 5.5 kg 79 lbs. 36 kg 860 lbs. 390 kg 4 2 & keel 3’5”x1’10”x10” (103 x 55 x 26)

LEX-77 7’7” (230 cm) 4’11” (149 cm) 4’9” (144 cm) 2’2” (66 cm) 15.5” (39 cm) 4 (2 - 4) standard 55 lbs. 25 kg 45 lbs. 20.5 kg 17 lbs. 7.5 kg 62 lbs.                28 kg 15 lbs. 7 kg 77 lbs. 35 kg 730 lbs.             330 kg  2 2 & keel 3’5”x1’8”x11” (105 x 52 x 28)

LEX-88 8’8” (265 cm) 5’11” (180 cm) 4’9” (144 cm) 2’2” (66 cm) 15.5” (39 cm) 4 (2 - 6) standard 66 lbs. 30 kg 49 lbs. 22 kg 20 lbs. 9 kg 69 lbs.                31 kg 12 lbs. 5.5 kg 81 lbs. 35.5 kg 910 lbs.              415 kg  4 2 & keel 3’4”x1’11”x10” (102 x 59 x 25)

LEX-96 9’6” (290 cm) 6’9” (205 cm) 4’9” (144 cm) 2’2” (66 cm) 15.5” ( 39 cm) 6 (4 - 8) standard 88 lbs. 40 kg 52 lbs. 23.5 kg 22 lbs. 10.0 kg 74 lbs.                33.51 kg 12 lbs. 5.5 kg 86 lbs. 33.5 kg 990 lbs. 450 kg  4 2 & keel 3’5”x2’1”x10” (105 x 63 x 26)

LSR-290 9’6” (290 cm) 6’9” (205 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 6 (4 - 8) standard 88 lbs. 40 kg 64 lbs. 29 kg 31 lbs. 14 kg 95 lbs.               43 kg 19 lbs.               8.5 kg 114 lbs.                51.5 kg         1230 lbs            560 kg 4 2 & keel 3’9”x2’1”x1’3” (115 x 63 x 39)

LSR-310 10’2” (310 cm) 7’3” (220 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 8 (4 - 10) standard 110 lbs. 50 kg 68 lbs. 31 kg 33 lbs. 15 kg 101 lbs.                46 kg 19 lbs. 8.5 kg        114 lbs. 51.5 kg 1300 lbs 590 kg  4 2 & keel 3’9”x2’1”x1’3” (115 x 63 x 39)

LSI-230 7’7” (230 cm) 5’1” (155 cm) 4’9” (144 cm) 2’2” (66 cm) 15.5” (39 cm) 4 (2 - 4) standard 55 lbs. 25 kg 44 lbs. 20 kg 8 lbs. 3.5 kg 52 lbs.               23.5 kg 18 lbs. 8 kg 70 lbs. 31.5 kg 820 lbs. 370 kg  2 2 & floor 3’5”x1’8”x11” (105 x 52 x 27)

LSI-260 8’6” (260 cm) 6’1” (185 cm) 4’9” (144 cm) 2’2” (66 cm) 15.5” (39 cm) 4 (2 - 6) standard 66 lbs. 30 kg 57 lbs. 26 kg 9 lbs. 4 kg 66 lbs.                30 kg 18 lbs. 8 kg 84 lbs. 38  kg 950 lbs. 430 kg 4 2 & keel & floor 3’5”x1’8”x11” (105 x 52 x 28)

LSI-290 9’6” (290 cm) 6’9” (205 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 6 (4 - 8) standard 88 lbs. 40 kg 64 lbs. 29 kg 10 lbs. 4.5 kg 74 lbs.               33.5 kg 19 lbs. 8.5 kg 93 lbs. 42  kg 1260 lbs. 570 kg 4 2 & keel & floor 3’9”x1’8”x1’ (115 x 52 x 30)

LSI-310 10’2” (310 cm) 7’3” (220 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 8 (4 - 10) standard 110 lbs. 50 kg 68 lbs. 31 kg 11 lbs.  5 kg 79 lbs.                 36 kg 19 lbs.                 8.5 kg       98 lbs. 44.5 kg 1320 lbs. 600 kg 4 3 & keel & floor 3’9”x1’11”x1’ (115 x 58 x 30)

LSI-335 11’ (335 cm) 7’5” (226 cm) 5’6” (168 cm) 2’7” (78 cm) 18” (45 cm) 10 (4 - 15) standard 110 lbs. 50 kg 79 lbs. 36 kg 12 lbs. 5.5 kg 91 lbs. 41.5 kg 20 lbs. 9 kg        111 lbs. 50.5 kg 1630 lbs. 740 kg 5     3 & keel & floor 4’1”x1’11”x10” (125 x 58 x 26)

LSI-365 12’2” (365 cm) 8’10” (268 cm) 5’6” (168 cm) 2’7” (78 cm) 18” (45 cm) 15 (4 - 25) standard 154 lbs. 70 kg 93 lbs. 42 kg 22 lbs. 10 kg         115 lbs. 52 kg 20 lbs.                 9 kg        135 lbs. 61 kg 1700 lbs. 770 kg 6    4 & keel & floor 4’2”x2’x1’2” (128 x 60 x 35)

SPD-290 9’6” (290 cm) 6’9” (205 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 6 (4 - 8 ) standard 88 lbs. 40 kg 64 lbs. 29 kg 31 lbs. 14 kg 95 lbs. 43 kg 19 lbs. 8.5 kg         114 lbs. 51.5 kg 1230 lbs. 560 kg 4 2 & keel 3’9”x1’8”x1’1” (115 x 52 x 34)

SPD-310 10’2” (310 cm) 7’3” (220 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 8 (4 - 10) standard 110 lbs. 50 kg 68 lbs.  31 kg 33 lbs. 15 kg 101 lbs. 46 kg 19 lbs. 8.5 kg         120 lbs. 54.5 kg 1300 lbs 590 kg 4 3 & keel 3’9”x1’11”x1’1” (115 x 58 x 34)

SPD-335 11’ (335 cm) 7’5” (226 cm) 5’6” (168 cm) 2’7” (78 cm) 18” (45 cm) 15 (6 - 20) standard 121 lbs. 55 kg 79 lbs. 36 kg 44 lbs. 20 kg 123 lbs.               56 kg 20 lbs. 9 kg         143 lbs. 65 kg 1610 lbs. 730 kg  5 3 & keel   B- 4’1”x1’11”x10” (125 x 58 x 26)
F - 3’2”x1’10”x5”                        (97 x 56 x 13)

SPD-365 12’2” (365 cm) 8’10” (268 cm) 5’6” (168 cm) 2’7” (78 cm) 18” (45 cm) 15 (6 - 25) standard 154 lbs. 70 kg 93 lbs. 42 kg 49 lbs. 22 kg 142 lbs.               64 kg 20 lbs. 9 kg         162 lbs. 73.5 kg 1680 lbs. 760 kg  6 4 & keel   B- 4’1”x1’11”x10” (125 x 58 x 26)

HB240-LX 7’10” (240 cm) 5’8” (172 cm) 5’ (153 cm) 2’5” (73 cm) 16” (40 cm) 4 (2 - 6 ) standard 60 lbs. 27 kg 86 lbs.  39 kg — — 86 lbs                  39 kg 11 lbs.                 5 kg 97 lbs. 44 kg 900 lbs. 410 kg  3 2 7’5”x3’5”x1’6” (225 x 105 x 46)

HB280-LX 9’2” (280 cm) 6’7” (201 cm) 5’5” (166 cm) 2’7” (80 cm) 17” (43 cm) 8  (4 - 10) standard 110 lbs. 50 kg 118 lbs.  53.5 kg — — 118 lbs             53.5 kg 12 lbs. 5.5 kg        130 lbs. 59 kg 1210 lbs. 550 kg 4 3 8’8”x3’5”x1’6” (265 x 105 x 46)

HB315-LX 10’4” (315 cm) 7’9” (235 cm) 5’5” (166 cm) 2’7” (80 cm) 17” (43 cm) 10 (4 - 15) standard 110 lbs. 50 kg 128 lbs.  58 kg — — 128 lbs               58 kg 12 lbs.               5.5 kg         140 lbs. 63.5 kg 1320 lbs. 600 kg 5 3 9’6”x3’5”x1’6” (295 x 105 x 46)

HB350-LX 11’6” (350 cm) 8’8” (264 cm) 5’9” (175 cm) 2’9” (85 cm) 18” (45 cm) 15 (6 - 20) standard 121 lbs. 55 kg 161 lbs.  73 kg — — 161 lbs                73 kg 13 lbs.               6 kg           174 lbs. 79 kg 1680 lbs. 760 kg 6 3 10’10”x3’7”x1’8” (330 x 110 x 51)

HB280-DX 9’2” (280 cm) 6’7” (201 cm) 5’5” (166 cm) 2’7” (80 cm) 17” (43 cm) 10 (4 - 15*) standard 110 lbs. 50 kg 148 lbs.  67 kg — — 148 lbs                67 kg 12 lbs. 5.5 kg        160 lbs. 72.5 kg 1210 lbs. 550 kg 4 3 8’8”x3’5”x1’6” (265 x 105 x 46)

HB315-DX 10’4” (315 cm) 7’9” (235 cm) 5’5” (166 cm) 2’7” (80 cm) 17” (43 cm) 15 (6 - 20) standard 121 lbs. 55 kg 159 lbs.  72 kg — — 159 lbs               72 kg 12 lbs.               5.5 kg        171 lbs. 77.5 kg 1340 lbs. 610 kg 5 3 9’8”x3’5”x1’6” (295 x 105 x 46)

HB350-DX 11’6” (315 cm) 8’8” (264 cm) 5’9” (175 cm) 2’9” (85 cm) 18” (45 cm) 20 (6 - 30) standard 172 lbs. 78 kg 187 lbs.  85 kg — — 187 lbs               85 kg 13 lbs.               6 kg           200 lbs. 91 kg 1650 lbs. 750 kg 6 3 10’10”x3’7”x1’8” (330 x 110 x 51)

FRB-104 10’4” (315 cm) 7’3” (220 cm) 5’2” (158 cm) 2’4” (72 cm) 17” (43 cm) 10 (4 - 15) standard 110 lbs. 50 kg 75 lbs. 34 kg 33 lbs.  1.5 kg 108 lbs. 49 kg 20 lbs.                 9 kg        128 lbs. 58  kg 1210 lbs. 550 kg 4 2 & keel & 2PRV B - 4’1”x2’1”x1’3” (125 x 63 x 39) 

FRB-124 12’4” (375 cm) 8’11” (272 cm) 5’3” (161 cm) 2’6” (75 cm) 17” (43 cm) 15 (4 - 25) standard 154 lbs. 70 kg 108 lbs. 49 kg 46 lbs.  21 kg 154 lbs. 70 kg 20 lbs.                 9 kg        174 lbs. 79 kg 1500 lbs. 680 kg 5 4 & keel & 4 PRV B - 4’5”x2’6”x2’0” (135 x 75 x 60) 

SGX-122 12’2” (365 cm) 8’10” (268 cm) 5’4” (162 cm) 2’6” (76 cm) 17” (43 cm) 20 (6 - 35) standard 176 lbs. 80 kg 96  lbs. 43.5 kg 68 lbs. 31.0 kg 164 lbs.               74.5 kg 24 lbs.               11 kg       188 lbs. 85.5 kg 1480 lbs. 670 kg  5    4 & keel B - 4’2”x2’x1’2” (128 x 60 x 30)
F - 3’x2’2”x7”                             (93 x 67 x 17)

SGX-132 13’2” (400 cm) 9’4” (284 cm) 5’9” (175 cm) 2’9” (85 cm) 18” (45 cm) 30 (9.9 - 40) long 209 lbs. 95 kg 112 lbs. 51 kg 75 lbs. 34.0 kg 187 lbs. 85 kg 25 lbs. 11.5 kg         212 lbs. 96.5 kg 1760 lbs. 800 kg  6 4 & keel B - 4’3”x2’x1’2” (130 x 61 x 35) 
F - 3’5”x2’5”x7” (105 x 74 x 17)

SG-124 12’4” (375 cm) 8’11” (272 cm) 5’3” (161 cm) 2’6” (75 cm) 17” (43 cm) 20 (6 - 35) standard 176 lbs. 80 kg 106 lbs. 48 kg 69 lbs.  31.5 kg 175 lbs. 79.5 kg 20 lbs.                 9 kg        195 lbs. 88.5 kg 1540 lbs. 700 kg 5 4 & keel B - 4’1”x2’3”x1’2” (125 x 67 x 36) 

SG-140 14’0” (425 cm) 10’0” (305 cm) 5’9” (175 cm) 2’9” (85 cm) 18” (45 cm) 30 (9.9 - 50) long 243lbs. 110 kg 122 lbs. 55.5 kg 104 lbs.  47 kg 226 lbs. 102.5 kg 20 lbs. 9 kg        246 lbs. 111.5 kg 1960 lbs. 890 kg 6 4 & keel B - 4’6”x2’2”x1’2” (137 x 67 x 36) 
F - 3’5”x2’6”x8” (104 x 75 x 20)

SG-156 15’6” (473 cm) 10’11” (333 cm) 6’3” (190 cm) 2’11” (90 cm) 20” (50 cm) 35 (9.9 - 55) long 265 lbs. 120 kg 151 lbs. 68.5 kg 121 lbs.  55 kg 272 lbs. 123.5 kg 15 lbs. 7 kg        287 lbs. 130.5 kg 2820 lbs.           1280 kg 8     5 & keel B - 5’x2’4”x1’2” (152 x 71 x 36)
F - 3’7”x2’6”x8” (110 x 76 x 20)

SU-14 14’0”        (425 cm)      9’4”           (284 cm)      5’10”         (178 cm)     2’8”            (82 cm)        19”           (48 cm)       35 (9.9 -55) long                   265 lbs.           120 kg         172 lbs.           78 kg       108 lbs.                   49 kg          280 lbs.              127 kg            7 lbs.                   3 kg        287 lbs                 130 kg         2230 lbs.           1010 kg              6                4 & keel B - 5’4”x2’5”x1’5”                       (162 x 74 x 42)

SU-16 16’0”         (488 cm)      10’10”        (330 cm)      6’9”          (206 cm)     3’3”            (100 cm)      21”        (53 cm)      40 (20 - 75) long                   353 lbs.           160 kg         231 lbs.          105 kg       140 lbs.                  63.5 kg       371 lbs.               168.5 kg          7 lbs.                   3 kg        378 lbs               171.5 kg         3220 lbs.            1460 kg              9               5 & keel B - 5’10”x2’10”x1’4”                 (178 x 87 x 40)
F - 3’11”x2’9”x8”                        (120 x 85 x 20)

SU-18 18’0” (549 cm) 12’0” (366 cm) 7’7” (230 cm) 3’7”            (110 cm)       24” (60 cm) 50 (25 - 90) long 375 lbs.           170 kg        265 lbs.            120 kg 168 lbs.                   76 kg          433 lbs.              196  kg 7  lbs. 3 kg         440 lbs.                 199 kg 4670 lbs.             2120 kg 11              5 & keel B - 6’3”x3’3”x1’4”                       (190 x 98 x 40)
F - 4’4”x3’1”x8”                          (133 x 95 x 20)
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SPECIFICATIONS FOR 2010 ACHILLES BOATS

D I N G H I E S  &  T E N D E R S

S P O R T  T E N D E R S

R I G I D  H U L L S

S P O R T  &  U T I L I T Y  B O A T S

F - 3’1”x2’2”x6” (93 x 37 x 16)
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DIAMETER RECOMMENDED/RANGE WEIGHT WEIGHT WEIGHT CAPACITY CAPACITY CHAMBERS DIMENSIONS

F - 3’4”x2’6”x8” (101 x 75 x 20)

F - 3’1”x2’2”x5”                          (93 x 65 x 12)
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AUTHORIZED DEALER
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